MICROWAVE INC.

Part Number: D310501

Electrical Specifications

Frequency Range (GHz): 05-1.0

Isolation (dB): 14 MIN
Insertion Loss (dB): 1.0 MAX
VSWR: 151  MIN
Forward Power (W): 40 AVG
50 PK
Reflective Power (W): 10 AVG

Mechanical/Environmental Specifications

Connector Type: SMA
Connector Body: Nickel Plated Brass
Connector Pin: Gold plated copper
Load Body: Brass

Magnetic Shunt: Nickel plated CRS

D310501 Dimensions
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Single and Dual Junction
Isolator, 2-Port Device
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Weight (0z) 50.0 MAX
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MEASURED DATA
Part Number: D310501, +25°C

MICROWAVE INC.

>R 521 Trans LogM Reflyl. 0 dB Res: 0.2 dBIDiv P2VSWR 522 Refl Loght RefLvl: 0 dB Res: 4 dBIDiv
0w < 0w
02 4
- e B e T - i B~
-0.4 P e —_— -8
= \/
L SPEEETR v
-06 ——1 12
e ol R
08 f=— -18 =
" Pl i
1 -20 >
12 24
14 -28
16 32
18 -36
3 = -40 o=
500 MHz 600 MHz 700 MHz 800 MHz 900 MHz 16Hz 500 MHz 600 MHz 700 MHz 800 MHz 900 MHz 16Hz
P1VSWR 511 Refl LogM RefLvl: 0 dB Res: 4 dB/Diy Isolation S12 Trans LogM Reflvl: 0 dB Res: 4 dB/Div
0w “ 0w
-4 -4
8 8
12 12
/_.Hﬁ\ ey |
16 16
=
20 -20
24 24 \
.28 .28
32 32
-36 -36
-40 = -40 =
500 MHz 600 MHz 700 MHz 800 MHz 900 MHz 16Hz 500 MHz 600 MHz 700 MHz 800 MHz 900 MHz 16Hz

Ch1 | TR |Start500MHz  Stop1GHz IFBWY 1 kHz q OFF Measuring State  SEEIRE

DiTom Microwave - 7592 N Maroa Ave Fresno, CA USA - PH +001-559-790-1130 - FAX +001-559-255-1667



